
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Comparison Chart 
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  Rackmount LCD Console  

 ● = yes 

Blank = no 

S = Standard 
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Rack Space 

1U 1U 1U 1U 1U 2U 2U 1U 1U 

 

 

1U 1U 1U 2U 1U 1U 1U 1U 1U 

 

 

 

LCD Size 

15" Panel (1024 x 768) ●   ●       ●                       

17" Panel (1280 x 1024) ●   ● ● ● ● ● ● ● ●       ● ● ● 

19" Panel (1280 x 1024) ●   ● ● ● ● ● ● ●        ● ● ● 

19" WideScreen (1440 x 900)                    ●        ●       

17”/19" Sun Solaris (1152x900)            ● ● ● ● ●   

20" Panel (1600 x 1200)  ●          ●       
22" Panel (1680 x 1050)                                     

Keyboard Options 

"e" Touch Pad ● ● ●     ● ● ● ●  ●          ● ● 

"b" Trackball ●   ●     ● ● ● ●  ●            ● 

"d" Compact KB w/Trackball         ●                          
"t" Compact KB w/Touchpad  

Mouse 
       ● ●                          

Sun Keyboard "e"                      ● ● ● ● ●     

Sun Keyboard "b"                      ● ● ● ●       

KVM Options 

PS/2 DB-15 KVM ● ●   ●   ● ● ●   ●          ● ● 

USB (Console only)            ● ● ● ● ●   

Combo (Console only) ● ● ● ● ● ● ● ● ●  ●      ● ● 

Combo DB15 KVM ● ●   ●  ● ● ●   ● ● ● ● ● ● ● ● 

Combo CAT6 KVM ● ●   ●  ● ● ●   ● ● ● ● ● ● ● ● 

Combo Matrix DB15 KVM ● ●   ●  ● ● ●   ● ● ● ● ● ● ●   

Combo Matrix CAT6 KVM ● ●   ●  ● ● ●   ● ● ● ● ● ● ●   

IP Serial KVM          ●         

Features Options and Standard  

Wide Screen                   S       S       

Short Depth     S      S  S                   

Dual Slide            S           S     S  S   

Quad Display(standard or option)                                   

Sun Compatible                    S S S S S     

Optical Mouse       S                           

Serial Console                S                 

High Brightness                                 S 

One Man Installation S  S S S S S S S   S S S    S 

Lay Flat     S              

Video Loop                   
Built in power supply(Console)                   

Built in power supply(Matrix KVM)                                     

Built in Power Supply (Cat6/DB15 KVM) S     S  S   S       S 

Input Options                    

AV = BNC & S Video ● ● ● ● ● ● ● ● ●   ●          ● ● 

DVI-D ● ● ● ● ● ● ● ● ●   ● ● ● ● ● ● ● ● 

DC Power Supply ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● 

IP65 (Front Panel)                                    

Audio /Built in Speaker ● ● ● ● ● ● ● ● ●   ●          ● ● 

Touch Screen Options 

Resistive 1.5U   1.5U 1.5U ● ● ●       1.5U          1.5U 

Capacitive 1.5U   1.5U  1.5U ● ● ●       1.5U           1.5U  

 

  Note: Features and items subject to change without notice 

 



Comparison Chart 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Rackmount LCD Drawer Rackmount Flat Panel LCD 
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Rack Space 

1U 1U 1U 1U 1U 1U 1U 7U 

8U  

9U 

7U 

8U  

7U   

8U 

7U  

8U 

9U 

8U 7U 9U 8U 7U 

8U 

9U 

LCD Size 
15" Panel (1024 x 768)                              

17" Panel (1280 x 1024) ● ● ●    ● ● ● ●   ●         ● 

19" Panel (1280 x 1024) ● ● ●   ● ● ● ●  ●       ● 

19" WideScreen (1440 x 900)    ●      ●   ●  ●  

17/19" Sun Solaris (1152 x 900)      ●     ●      

20" Panel (1600 x 1200) ●   ●    ●   ●     ●         ● 

22" Panel (1680 x 1050)                 ●   ●   ●     

Keyboard Options                           

"e" Touch Pad                               ● 

"b" Trackball                                

"d" Compact KB w/Trackball                               ●  

"t" Compact KB w/Touchpad  

Mouse 

                             ● 

Sun Keyboard "e"                               ●  

Sun Keyboard "b"                               ●  

KVM Options                             

PS/2 DB-15 KVM                 ● 

USB (Console only)                 ● 

Combo (Console only)                 ● 

Combo DB15 KVM                              ● 

Combo CAT6 KVM                               ●  

Combo Matrix DB15 KVM                              ● 

Combo Matrix CAT6 KVM                               ●  

IP Serial KVM                  ● 

Features Standard & Options                            

Wide Screen       S          S   S S S S   

Short Depth   S                            

Dual Slide                                

Quad Display (standard or option) ● ● S     ● ● ● ●   ● ● S S S 

Sun Compatible          S         S          

Optical Mouse                               

IP Serial Console                               

High Brightness            S   S S            

One Man Installation S S               

Lay Flat                 

Video Loop   S           S S S 

Built in power Supply (Console)  S  S S  S           

Built in power supply (Matrix KVM)                              

Built in Power Supply (Cat6/DB15 KVM)           S S S S S S S      

Input Options  

AV = BNC & S Video ●    ●    ● ● ● ●   ● ●      

DVI-D ● ●   ●  ● ● ● ● ● ● ● ●      

DC Power Supply ● ●  ● ●  ● ● ● ● ● ● ● ●  ● ●  ● 

Audio /Built in Speaker           ● ● ● ●   ● ●      

Audio /Built in Speaker ●    ●    ● ● ● ●   ● ●      

Touch Screen Options                          

Resistive ●    1.5U    ● ● ● ●   ● ●      

Capacitive ●    1.5U    ● ● ● ●   ● ●      

 

Note: Features and items subject to change without notice 
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Rackmount / LCD Keyboard/ Flat Panel / Keyboard selections 
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*with touch screen option, the height will change from 1U to 1.5U, 

**with DVI-D or DC Power option, he depth will extended from 480mm (18.9") to 530mm (20.9") 

***with DVI-D or DC Power option, he depth will extended from 700mm (27.6") to 530mm (29.5") 

 

Economic LCD Consoles 
NVP115/117/119 /120 NX117/119 NVP217-219 

 

                       

 

                            

 

                     

NVP115/117 : 17.4”W x 25.6” D x 1.73” H     33lbs  

NVP119: 17.4” W x 25.6” D x 1.73” H             37lbs  

NVP120: 17.4” W x 25.6”  Dx 1.73’ H             44lbs  

 *with touch screen option, See Below 

NX117: 17.4”W x 25.6” D x 1.73” H  35lbs  

NX119: 17.4”W x 25.6” D x 1.73” H  37lbs  

 

NVP217: 17.4” W x 23.6” D  x 3.5” H  40lbs  

NVP219: 17.4” W x 23.6” D  x 3.5” H  40lbs 

Sun Solaris 
SNK117/119/120  SNX117/119  SNK217/219  

 

                       

 

                            

 

                 
17.4” W x 25.6” D  x 1.73” H  17”  33lbs  

17.4” W x 25.6” D  x 1.73” H  19”  37lbs  

17.4” W x 25.6” D  x 1.73” H  20”  44lbs  

17.4” W x 25.6” D  x 1.73” H  17”   35 lbs 

17.4” W x 25.6” D  x 1.73” H   17”  37 lbs 

17.4” W x 23.6” D x 3.5” H  17”   40LBS  

17.4” W x 23.6” D x 3.5” H  19”   40LBS 

 

DR119, SDR119  NW119, SNW119 SNP117/119/120 

 

                 

 

                    

         

                       
 

DR119: 7.4” W  x 25.6” D  x 1.73” H     37lbs  

SDR119: 7.4” W  x 25.6” D  x 1.73” H   37lbs 

NW119: 17.4” W  x 25.6” D  x 1.73” H      40lbs 

SNW119: 17.4” W  x 25.6” D  x 1.73” H     40lbs 

 *with touch screen option, see below NW119 

only 

 

SNP117: 17.4” W  x 23.6” D  x 1.73” H   26lbs  

SNP119: 17.4” W  x 23.6” D  x 1.73” H   29lbs 

SNP120: 17.4” W  x 23.6” D  x 1.73” H   31lbs 

 

Short Depth 
NX-SD117/119  NVP1415/1417/1419 NVP2415/2417/2419 

 

      

 

                         

 

                          
 

NX-SD117: 17.4” W  x 18.9” D  x 1.73” H   33lbs  

NX-SD117: 17.4” W  x 18.9” D  x 1.73” H   35lbs 

**with DVI-D option See below  

NVP1415: 17.4” W  x 18.9” D  x 1.73” H   33lbs 

NVP1419: 17.4” W  x 18.9” D  x 1.73” H   37lbs 

* with touch screen option,  See Below 

**with DVI-D or DC Power option see below  

NVP2415: 17.4” W  x 18.9” D  x 3.5” H    37lbs  

NVP2415: 17.4” W  x 18.9” D  x 3.5” H    37lbs 

NVP2415: 17.4” W  x 18.9” D  x 3.5” H    40lbs 

**with DVI-D or DC option see below  

Unique Solutions 
NVP700/900  NVP1617/1619  NXT117/11716  

 

        

 

                       

 

                         
 

NVP700: 17.4” W  x 27.6” D  x 1.73” H   37lbs 

NVP900: 17.4” W  x 27.6” D  x 1.73” H   40lbs 

* with touch screen option,  See Below 

NVP1617: 17.4” W  x 27.6” D  x 1.73” H   40lbs  

NVP1619: 17.4” W  x 27.6” D  x 1.73” H   42lbs 

***with DVI-D or DC Power option see below 

NXT117: 17.4”W  x 25.6” D  x 1.73” H        35lbs 

NXT11716: 17.4” W  x 25.6” D  x 1.73” H   35lbs 

* with touch screen option,  See Below 

2U Dual Slide 

2U Dual Slide 

2U Dual Slide 

Wide Screen Dual Slide 

Real mouse Full Size KB 

Lay Flat 

IP Serial  

Console 

Economic Extra Value 



Rackmount / LCD Keyboard / Flat Panel / Keyboard selections 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Flat Screen 
NP717/819/920 NPW822/NPW719 HNP717/819 

 

    
 

 

     
 

NP717: 18.9” W  x 2.2” D x 12.2” H   15lbs 

NP819: 18.9” W  x 2.2” D x 14” H      18lbs  

NP920: 18.9” W  x 2.6” D x 15.7” H   26lbs  

 

NPW822:19.7” W x 2.3” D  x 13.9” H  18lbs  

NPW719:18.9” W  x 2.3” D x 12.2” H” 26lbs  

 

HNP717:18.9” W  x 2.2” D x 12.2” H   15lbs  

HNP819:18.9” W  x 2.2” D x 14” H      18lbs  

 

SNP717/819/920 HNPW719/822 NQW922/NQW819 

            

               
 

      

 

 

SNP717 :18.9” W  x 2.2” D x 12.2” H  15lbs 

SNP819:18.9” W x 2.2” D x 14” H        18lbs 

SNP920:18.9” W x 2.6” D x 15.7” H    26lbs  

 

HNPW719 :18.9” W x 2.3” D x 12.2” H   18lbs  

HNPW822 :19.7” W x 2.3” D  x 13.9” H  26lbs  

 

NQW922 :19.7” W x 2.8” D x 15.7” H  18lbs  

NQW819 :18.9” W x 2.8” D x 14” H     26lbs  

 

Quad Display 
NPQ117/119/120  NPQ817/919/1020  NQW119 

 

 
 

 

 

 

 

NPQ117: 17.4” W  x 23.6” D  x 1.73” H   26lbs  

NPQ119: 17.4” W  x 23.6” D  x 1.73” H   29lbs 

NPQ120: 17.4” W  x 23.6” D  x 1.73” H   31lbs 

 

NPQ817 :18.9” W  x 2.8” D  x 14” H      15lbs  

NPQ919 :19.7” W  x 2.8” D  x 15.7” H   18lbs   

NPQ1020:19.7” W  x 2.8” D x 17.4” H   26lbs  

 

NQW119: 17.4” W  x 25.6” D  x 1.73” H    29lbs  

 

LCD Drawers 
NP117/119/120 NPW119 NPS117/119  

 

 
 

             

                                

 

 

NP117: 17.6” W  x 23.6” D  x 1.73” H   26lbs  

NP119: 17.6” W  x 23.6” D  x 1.73” H   29lbs 

 

NPW119: 17.4” W  x 25.6” D  x 1.73” H  29lbs NPS117: 17.6” W  x 18.9” D  x 1.73” H   26;bs  

NPS117: 17.6” W  x 18.9” D  x 1.73” H   29;bs 

**with DVI-D or DC Power option see below 

High Brightness 

HNP117/119 HNVP117/119S NK-1 w/kvm options / NK-2 “Short Depth  

                                                   
 

 

                       

HNP117: 17.4” W  x 23.6” D  x 1.73” H   26lbs  

HNP119: 17.4” W  x 23.6” D  x 1.73” H   29lbs 

 

HNVP117: 17.4” W  x 25.6” D  x 1.73” H  17”  40lbs  

HNVP119: 17.4” W  x 25.6” D  x 1.73” H  19”  40lbs 

 

NK-1 :17.4” W  x 21.2” D  x 1.73” H    18 lbs 

NK-2 :17.4” W  x 15.7” D  x 1.73” H    13 lbs 

 

 *with DVI-D or DC Power option, the depth will extended from 480mm (18.9") to 530mm (20.9") 

 

 

 
Note: Features and items subject to change without notice 

Economic Wide Screen High Brightness 

800 nits 

Wide Screen 

17” = 600 nits 
19” = 800 nits 

Wide Screen 

+ Quad LCD 

Display 

LCD Drawer 

Quad Display 

Flat Screen  

Quad Display 

Wide Screen 

+ Quad LCD 

Drawer 

Economic Short Depth 

Brightness 

800 nits 

Keyboard Drawer 

Page 5 

Brightness 

800 nits 

Widescreen 



KVM Specifications (CAT6) 
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Model MC0116 

MC0216 

MC0316 

MC0132 

MC0232 

MC0332 

MC1132 

MC1232 

MC2132 

MC1116 

MC1216 

MC2116 

NVCIP800 

NVCIP1600 

NVCIP3200 

NVC800 

NVC1600 

NVC3200 

NVCCE800 

NVCCE1600 

NVCCE3200 

KVM Port 

Number of ports: 16 32 32 16 8, 16 or 32 8, 16 or 32 8, 16 or 32 

Connector: RJ-45 

Connectivity: 

 

 

DVI-D / VGA connector dongle up to 40 meters (132 feet) Cat6 / Cat5 cable 

Local Console 

Monitor port: 

 

 

 

HDDB15-pin VGA, up to 1600 x 1200 1 x DB-15 VGA Up to 1600 x 1200 

Keyboard & mouse 

port: 

2 x USB type connector for keyboard & mouse 2 x USB type A for keyboard & mouse 

Management 

Multilingual OSD: English, France, German, Spanish, Italian, Russian, Simplified Chinese, Japanese 

Hotkey combination: Scroll-lock, Cap-lock, Num-lock, Alt, Ctrl & Win 

Security: Password enable & disable, up to 8 users profile le for port access 

PC Selection: Front button, OSD menu & hotkey 

Cat6 Remote Console 

Number of remote 

port: 

1 / 2 / 3 1 / 2 / 3 1 / 2 / 1 1 / 2 / 1 N/A N/A N/A 

Monitor port: DB15-pin VGA, up to 1600 x 1200 N/A N/A Up to 1600 x 1200 (500 feet), 

Up to 1024 x 768 (1000 feet) 

Keyboard & mouse 

port: 

2 x USB type connector for keyboard & mouse N/A N/A 2 x USB type A for keyboard & 

mouse 

Remote I/O: 

 

 

RJ45 via Cat5 / Cat5e / Cat6 cable up to 1,000 feet N/A N/A RJ45 via Cat5 / Cat5e / Cat6 

cable up to 1000 feet 

Compensation: 

 

N/A N/A N/A N/A N/A N/A Auto adjust for cable length 

IP Remote Console 

Number of IP console: N/A N/A 1 / 1 / 2 1 / 1 / 2  N/A N/A 

Connector:  N/A N/A N/A RJ45 Ethernet N/A N/A 

User management: N/A N/A 15-user login, 1 x active user N/A N/A 
Network protocol: 

 

N/A N/A  DHCP / BOOTP 

/ DNS 

N/A N/A 

Browser: N/A N/A Internet Explorer, Firefox, Safari N/A N/A 
Security: N/A N/A SSL v3, RSA, AES, HTTP / HTTPs, CSR N/A N/A 

Resolution: N/A N/A  Up to 1600 x 

1200 

N/A N/A 

IP Access: N/A N/A 1 x RJ45 Ethernet, 1 x DB-9 

serial & 1 x USB port 

N/A N/A N/A 

Remote I/O: 

 

 

N/A N/A RJ45 via Cat5 / Cat5e / 

Cat6 cable up to 1,000 feet 

N/A N/A N/A 

Others: N/A N/A N/A Serial port, 

virtual media 

via USB 

N/A N/A 

Expansion: Up to 128 

servers by 

8-level 

cascade 

Up to 256 

servers by 8-

level 

cascade 

Up to 256 

servers by 8-

level 

cascade 

Up to 128 

servers by 8-

level 

cascade 

Up to 256 servers by 8-level cascade 

Compatibility 

Multi-platform: Mix PCs, SUNs, IBMs, HPs, DELLs Server 

Support: Windows Vista / 2003 / XP / 2000, Linux, Netware, Unix 

Power 

Input: 100~240VAC, 50 / 60Hz 0.5A via AC / DC cord 

 

Option DC: 12V / 24V / 48V DC input 

Consumption: Max. 24 Watt, Standby 5 Watt 

 

Regulatory Approval: FCC, CE 

Environmental 

Operating: 0 to 50°C 

Storage: -5 to 60°C 

Relative humidity: 90%, non-condensing 

Shock: 50G peak acceleration (11ms, half-sine wave) 

Vibration: 58~100Hz / 0.98G (11ms / cycle) 
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KVM Specifications (DB-15) 
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Model M018 

M028 

M038 

M0116 

M0216 

M0316 

M118 

M128 

M218 

M1116 

M1216 

M2116 

NVIP-802 

NVIP-1602 

NVIP-3202 

NVS801 

NVS1601 

NVCE800 

NVCE1600 

NVCE3200 

NV401A 

NV801A 

NV1601A 

KVM Port 

Number of ports: 8 16 8 16 8, 16 or 32 8 or 16  8, 16 or 32 4, 8 or 16 

Connector: 8 or 16 x DB-15 combo connector 

Connectivity: Combo 4-in-1 KVM cable up to 6, 10 & 15 feet PS/2 3-in-1 KVM 
cable, up to 6, 
10, 15 & 33 feet 

Local Console 

Monitor port: 1 x DB-15 VGA (up to 1600 x 1200) HDDB15-
pin VGA, 
up to 1600 
x 1200 

1 x DB-15 VGA Up to 1600 x 1200 

Keyboard & mouse 

port: 

2 x USB type connector for keyboard & mouse PS2  keyboard 

& mouse 

Management 

Multilingual OSD: English, France, German, Spanish, Italian, Russian, Simplified  Chinese, Japanese 

Hotkey combination: Scroll-lock, Cap-lock, Num-lock, Alt, Ctrl & Win 

Security: Password enable & disable, up to 8 users profile le for port access 

PC Selection: Front button, OSD menu & hotkey 

Cat6 Remote Console 

Number of remote 

port: 

1 / 2 / 3 1 / 2 / 3 1 / 2 / 1 1 / 2 / 1 N/A N/A N/A 

Monitor port: DB15-pin VGA, up to 1600 x 1200 N/A N/A Up to 1600 x 1200 

(500 feet), Up to 

1024 x 768 (1000 

feet) 

N/A 

Keyboard & mouse 

port: 

2 x USB type connector for keyboard & mouse N/A N/A 2 x USB type A for 

keyboard & mouse 

N/A 

Remote I/O: RJ45 via Cat5 / Cat5e / Cat6 cable up to 1,000 

feet 

N/A N/A RJ45 via Cat5 / 

Cat5e / Cat6 cable 

up to 300 feet 

N/A 

Compensation: N/A N/A N/A N/A N/A N/A Auto adjust for 

cable length 

N/A 

IP Remote Console 

Number of IP console: N/A N/A 1 / 1/ 2 1 / 1 / 2  N/A N/A 

Connector:  N/A N/A  RJ45 Ethernet N/A N/A 
User management: N/A N/A 15-user login, 1 x active user N/A N/A 

 

Network protocol: N/A N/A N/A DHCP / BOOTP / 

DNS 

N/A N/A 

Browser: N/A N/A Internet Explorer, Firefox, Safari N/A N/A 

Security: N/A N/A SSL v3, RSA, AES, HTTP / HTTPs, CSR N/A N/A 

Resolution: N/A N/A  Up to 1600 x 1200 N/A N/A 
IP Access: N/A N/A 1 x RJ45 Ethernet, 1 x 

DB-9 serial & 1 x USB 

port 

N/A N/A N/A 

Remote I/O: N/A N/A RJ45 via Cat5 / Cat5e 

/ Cat6 cable up to 

1,000 feet 

N/A N/A N/A 

Others: N/A N/A N/A Serial port, virtual 

media via USB 

N/A N/A 

Expansion: Up to 64 

servers by 

8-level 

cascade 

Up to 128 

servers by 

8-level 

cascade 

Up to 64 

servers by 

8-level 

cascade 

Up to 128 

servers by 

8-level 

cascade 

Up to 128 servers by 8-level cascade 

Compatibility 

Multi-platform: Mix PCs, SUNs, IBMs, HPs, DELLs Server 

Support: Windows Vista / 2003 / XP / 2000, Linux, Netware, Unix 

Power 

Input: 100~240VAC, 50 / 60Hz 0.5A via AC / DC cord 100 or 240V AC at 50 or 60 Hz via IEC type cord OR AC / DC power 

adapter 12V@3.3A (optional) 

Option DC: 12V / 24V / 48V DC input 

Consumption: Max. 24 Watt, Standby 5 Watt Max. 48 Watt, Standby 5 Watt 

Regulatory Approval: FCC, CE 

Environmental 

Operating: 0 to 50°C 

Storage: -5 to 60°C 

Relative humidity: 90%, non-condensing 

Shock: 50G peak acceleration (11ms, half-sine wave) 

Vibration: 58~100Hz / 0.98G (11ms / cycle) 
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 LCD Specifications 

4 : 3 Screen size 15" 17" 19" W19" 20" W22" 
Display type Active Matrix 

TFT 

Active Matrix 

TFT 

Active Matrix 

TFT 

Active Matrix 

TFT 

Active Matrix 

TFT 

Active Matrix TFT 

Native resolution 1024 x 768 1280 x 1024 1280 x 1024 1440 x 900 1600 x 1200 1680 x 1050 

Brightness (cd/m2) 250 300 300 300 300 300 

Contrast ratio 700 : 1 1000 : 1 1000 : 1 1000 : 1 800 : 1 1000 : 1 

Viewing angle (H x V) 150 / 135 160 / 160 160 / 160 160 / 160 160 / 160 170 / 160 

Display colour 16.2M 16.7M 16.7M 16.7M 16.7M 16.7M 

Response time Tr=2 / Tf=6 Tr=1.3 / Tf=3.7 Tr=1.3 / Tf=3.7 Tr=1.3 / Tf=3.7 Tr=1 / Tf=4 Tr=3.6 / Tf=1.4 

Pixel Pitch (mm) 0.297 x 0.297 0.264 x 0.264 0.294 x 0.294 0.284 x 0.284 0.255 x 0.255 0.282 x 0.282 

 
High Brightness LCD Specifications 

Screen size 17" 19" W19" W22" 
Display type Active Matrix TFT Active Matrix TFT Active Matrix TFT Active Matrix TFT 

Native resolution 1280 x 1024 1280 x 1024 1440 x 900 1680 x 1050 

Brightness (cd/m2) 800 800 800 800 

Contrast ratio 800 : 1 800 : 1 900 : 1 900 : 1 

Viewing angle (H x V) 170 / 160 160 / 160 160 / 160 170 / 160 

Display colour 16.7M 16.7M 16.7M 16.7M 

Response time Tr=3.5 / Tf=1.5 Tr=1.3 / Tf=3.7 Tr=1.3 / Tf=3.7 Tr=3.6 / Tf=1.4 

Pixel Pitch (mm) 0.264 x 0.264 0.294 x 0.294 0.284 x 0.284 0.282 x 0.282 

 

Note: Features and items subject to change without notice 

e Keyboard integrated with touchpad 

• 104 Keys (US/European/ 

Chinese Korean layout) 

• 106 Keys (Japanese layout) 

• PS/2 or USB connection 

b Keyboard integrated with trackball 

• 104 Keys (US/European/ 

Chinese/  Korean layout) 

• 106 Keys (Japanese layout) 

• PS/2 or USB connection 

Compact keyboard with trackball 

• Integrated 19mm trackball  

plus 3 mouse key 

• Cursor key & numeric key  

included 

• 95 keys (US layout only) 

• PS/2 or USB connection 

    
 

 

Compact keyboard with trackball 

• Integrated 19mm trackball  

plus 3 mouse key 

• Cursor key & numeric key  

included 

• 95 keys (US layout only) 

• PS/2 or USB connection   
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Console  Compatibility : Console server, PC-based headless server, any 

serially managed device, IBM blade center 

Screen : 17” Grade A LCD, 800 x 600 Power : 100~240VAC, 50 / 60Hz 0.5A via IEC cord 

Input : 104-key keyboard Regulatory Approval : FCC, CE 

Serial Port : 16 x RJ45 RS-232, 300 to 115.2K bps Environmental 100~240VAC, 50 / 60Hz 0.5A via AC / DC 

Ethernet Port 1 x RJ45 10BaseT Operating / Storage : 0 to 50°C / -5 to 60°C 

Security : SSH v2, IP filtering, https, SSL, password 

access 

Relative humidity : 90%, non-condensing 

Authentication : Radius, SSH, Telnet & user database Shock : 50G peak acceleration ( 11 ms, half-sine wave ) 

Protocol : RCP, UDP, IP, ARP, ICMP, http / https, 

telnet, PPP, DHCP / BOOTP, SMTP, DNS, 

NTP, Dynamic DNS 

Vibration : 58~100Hz / 0.98G ( 11 ms/ cycle) 

 


