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#10-32 x 3/4" Countersunk Machine Screw 

DETAIL A 
SCALE 1:4 
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FSF12 Installation Instructions 
1. Disassemble the Flange Base by removing Ihe #10-32 x 3/4" 

countersunk screws. Use the Flange Base Bottom as a 
template to mark Ihe holes to be drilled in Ihe countertop. 

2. Prepare (4) 5/16" holes through the countertop. The holes 
need to be aligned with the 4" x 2-1/2" bolt pattern on the 
Flange Base Bottom. 

3. If the monitor or electrical cords will be run through the tube, 
prepare a hole centered with the Flange Base and large enough 
to clear the cords used. The maximum diameter is 1-1/4". 

4. Attach the Flange Base Bottom to the countertop with the 
provided 1/4-20 x 2-1/2" screws, Hal washers and hex nuts. 
Tighten Ihe hex nuls to ensure Ihe base will not move. 

5. Place the Flange Base Top on the bottom but do not secure 
the screws until after the tubing is attached. 

6. Apply two drops of Thread Locking Agent to the pipe threads 
on the tubing and screw into the coupling in the Flange Base. 
Use a strap wrench to tighten the tubing without damaging 
Ihe finish on the tubing. 

7. Lift up the Flange Base Top to expose the coupling in the 
bottom. Screw in the provided 1/4-20 x 3/8" set screw 
to ensure the pipe can not be unscrewed by swiveling the 
screen. 

8. Attach the Flange Base Top lo the bottom with the #10-32 x 3/4" 
countersunk screws. 

(4) 1/4-20x2-1/2" Slot Head Screws 

(4) 1/4" Flat Washers 

[4) 1/4" Lock Washers 

(4) 1/4" Hex Nuts 
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/4-20 Hex Nut 

/4-20 x 3/4" Selscrew 
Depth of screw determines 
range of swivel adjustment rr 

Countertop 
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DETAIL ( 
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FSF12 Installation Instructions 
9. Adjust the Hex Head Screw in the top of the mount to 

increase the swivel friction. This sctew is pre-tensioned 
but may need increased tension depending on the weight 
of the screen. 

10. Adjust the amount of swivel allowed by removing the 
1/4-20 nut in the middle of the face plate and screwing in 
the adjustment setscrew. 

11. Secure the setscrew with the 1/4-20 hex nut to prevent it 
from backing off. 

12. Run the electrical cord and monitor cord through the pipe. 
Then, follow the instructions provided for attaching the 
flat screen mounting bracket (not shown here). 

DETAIL D 
SCALE 1:4 

1/4-20x1" Hex Head Screw 
Swivel Tension Adjustment 
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