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Max. Counter 

Thickness 2.25" 

DETAIL A 
SCALE 1:4 

Steps: 1-8 

Dress Flange 

Urethane Disk 

Table Countertop 

Metal Disk 

Lock Hut 

/4-28x3/8" Setscrews 

(4) 1/4-20 x 3/4" Setscrews 
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FSF14 Installation Instructions 

1. Prepare a 1.75" hole through the countertop. 

7. Remove the Urethane Disk, Metal Disk and Lock Hut 
from the mount and set aside. 

3. Back the Dress Flange off to expose 1" of pipe thread. 
Apply 2 drops of thread locking agent to the threads then 
screw the dress flange back to the top of the threads. 

4. Replace the Urethane Disk and place the mount into the 
countertop hole. 

5. Place the Metal Disk on the bottom of the counter top. 
Put two drops of thread locking agent on the bottom 1" of 
pipe thread. Then, screw in the Lock Hut to secure the 
mount onto the countertop. 

6. Cinch the Lock Hut into the Metal Disk making sure 
there is no play in the countertop mount. 

7. Screw the (4) 1 /4-20x3/4" setscrews into the bottom holes 
of the Lock Hut using the provided Hex Wrench. Make 
sure these screws dig into the Metal Disk to ensure 
swiveling the monitor will not cause the Lock Nut to 
backoff. 

8. On the Lock Hut, screw the (2) 1/4-28x3/8" setscrews 
into two of the side holes at 90 degrees to each other. 
Make sure these screws are tight against the pipe threads 
so that the Lock Nut will not back off. 
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Steps: 1 0 - 1 1 

DETAIL C 
SCALE 1 : ' 

1/4-20 x 3/4" Setstrew 
Depth of screw determines 
range of swivel adjustment 

Step: 12 
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FSF14 Installation Instructions 
DETAIL D 
SCALE 1:4 9. 

10. 

11. 

12, 

l/4-20xlN Hex Head Screw 
Swivel Tension Adjustment 

Adjust the Hex Head Screw in the top ol the mount to 
increase the swivel friction. This screw is pre-tensioned 
but may need increased tension depending on the weight 
of the screen. 
Adjust the amount of swivel allowed by removing the 
1/4-20 nut in the middle of the face plate and screwing in 
the adjustment setscrew. 
Secure the setscrew with the 1/4-20 hex nut to prevent it 
from backing off. 
Run the electrical cord and monitor cord through the pipe. 
Then, follow the instructions provided for attaching the 
flat screen adaptor plate (not included). 

DETAIL B 
SCALE 1:4 

Step: 12 
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Hole: Dimensions shown are for the FSF14 using the FSUL2014 Adaptor Plate w ith a 32" wide x 19" tall x 4" deep Flat Screen (Monitor and Adaptor Plate are not included) 

http://JTechLCD.com

