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SPECIFICATIONS: 
Display PNM1500TR PNM1700TR PNM1900TR 
Display Type Active Matrix TFT LCD 

LCD Size 15" 17" 19" 
Monitor 
Dimensions TBD TBD 446 x 251 5 x 379.4 mm (WxDxH) 

Max. Resolution 1024 x 768 1280 x1024 1280 x1024 

Color 16.7 million 16.7 million 16.7 million 

Brightness 250 cd/m2 300 cd/m2 300 cd/m2 

Contrast Ratio 550:1 800:1 800:1 

Input Signal RGB Analog 

Input Connector D-Sub 15 Pin Female 
 

  PNM Series 

Mechanical PNM1500TR PNM1700TR PNM1900TR 
Touch Panel default Taiwan 5-wire Resistive or ELO by option 

Color of Case Black / Red / White front bezel by option 

Power Supply 24W / 36W / 48W 
12V External Power Adaptor 

Temperature Operation : 0 °C to 40 "C 

Humidity 10% to 90 % 

Optional Device Embedded MSR Reader 
(Triple Track By K/B Wedge or RS-232 Interface ) 
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  PN Series 

SPECIFICATIONS: 
Model PN1200TR PN1500TR PN1700TR 
Case/Bezel Color Beige / Gray / Silver 

Display Type Active matrix TFT LCD 

LCD Size 12" 15" 17" 

Display ARea 284x215 mm (WxH) 304x228 mm (WxH) 338x270 mm (WxH) 
Monitor 
Dimensions 342x351x250 mm (WxH) 393x355x250 mm (WxH) 432x406x250 mm (WxH) 

Highest Resolution 1024 x 768 1024 x 768 1280x 1024 

Colors 16.7 million 16.7 million 16.7 million 

Brightness 150 cd/m2 250 cd/m2 250 cd/m2 

Contrast Ratio 200:1 300:1 400:1 

Viewing Angle H:90o  

V:50o 
H:140o  

V:120o 
H:160o  

V:135o 
Input Signal RGB Analog 

Input Connector D-Sub 15 Pin Female 

2.5A 2.5A 4.2A 
Power Supply 

12V External Power Adaptor 
Power 
Consumption 20W Max 25W Max 35W Max 

Temperature Operation: 0oC to 40 oC 

Humidity 10% to 90% 

Touch Panel Resistive or Capacitive Type 

MSR PS/2 K/B or RS-232 Interface 

 


