Front Water and Dust Proof IP65/NEMA 4 with IP45 Solid Back Housing Except
1/O. Rear OSD Industrial Chassis/Wall Mount Heavy Duty Metal Housing
42" LCD Monitor, 1920 x 1080, 450nits VGA + DVI + HDMI Input

with Tempered Clear Glass, Speakers

Model: CCHW4200G2

FEATURES:

42" Industrial Panel / 1920x1080 / 450nits

Chassis Design / Wall Mount

Tempered Clear Glass / Front IP65

Speakers

All Black Powder Coating

1/0: VGA, DVI, HDMI and 100-240VAC Power Cord

SPECIFICATIONS:

Viewing Size Image 42"
Active Display Area (mm) 936 (H) x 528 (V)
Pixel Pitch (mm) 0.4845(H)x 0.4845(V)
Resolution 1920x1080
Conftrast Ratio 4000:1(typ.)
Display
Color 16.7 M(8bits+colors)
Brightness 450nits
Viewing Angle -89~89 (H) ; -89~89 (V)
Recommended Resolution 1920 x 1080 @ 60Hz
Signal Connector VGA + DVI + HDMI
Source 100-240VAC Power Cord
Power Consumption 110W typical, normal operation
Management VESA DPMS Compliant

*Specifications subject to change without notice, not responsible for typographical errors.
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MECHANICAL DRAWING:

This is subject to change without Notice. Final Drawings Will be Provided for Approval after Order.
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