
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Front IP65 21.5" LCD Monitor, 1920x1080, 1000nits with VGA, Composite (BNC Female Connector) 
and 100-240VAC Power Cord 

 
Model: CFMW2150FHB 

SPECIFICATIONS: 
 

FEATURES: 
 

HIGH BRIGHTNESS MARINE - IP65 Front Flush Mount (Metal-6mm) 

Display 

Viewing Size Image 21.5” 
Active Display Area (mm) 478 (H) x 270 (V) 
Pixel Pitch (mm) 0.248 x 0.248 
Resolution 1920 x 1080 
Contrast Ratio 5000 : 1 (typ.) 
Color 16.7 M 

Brightness 1000 cd/㎡ 

Viewing Angle -89~89 (H) ; -89~89 (V) 
Recommended Resolution 1920 x 1080 @ 60Hz 
Signal Connector VGA, Composite ( BNC female connector ) 

Power 
Source AC100V~AC240V 
Consumption 38W typical, normal operation 
Management VESA DPMS Compliant 

Optional 

Touch Resistive, PCAP ,IR 
High Brightness 1000, 1500 
Auto Dimming YES 
POWER in DC24V,DC9V~36V 
Remote Control YES 

 
IO 

Video: HDMI + DVI 
Power: 12 VDC External power supply 100-240 VAC  
50-60Hz included 

 

 21.5" Industrial Panel / 1920x1080 / 1000nits  
 Flush Mount ( with 6mm aluminum front bezel ) / VESA mount 
 AR Glass / Front IP65 
 All Boards with Conformal Coating 
 Front OSD with Brightness Adjustment Directly Design 
 All Black Powder Coating 
 I/O: VGA, Composite ( BNC female connector ) and 100-240VAC power cord 

*Specifications subject to change without notice, not responsible for typographical errors. 
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MECHANICAL DRAWING: 
 This is subject to change without Notice. Final Drawings Will be Provided for Approval after Order. 
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