
 

 

 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

Front Water and dust Proof IP65/NEMA 4 with IP65 Solid Back Housing 
Except I/O. Rear OSD, 42" LCD Monitor, 1980x1080, 500nits  

VGA + DVI + HDMI Input, with Protective Front Tempered Clean Glass 
Power 100-240 VAC 50-60Hz with US Power Cord+ Power on/off Switch 

 

Model: ECHW4200HDC1 
 

INDUSTRIAL CHASSIS/WALL MOUNT METAL HOUSING 

Modified: 05-24-2024 

FEATURES: 

SPECIFICATION: 

*Specifications subject to change without notice, not responsible for typographical errors. 

 Front Water and Dust Proof IP65/NEMA 4 with IP65 Solid Back Housing Except I/O 
 VGA + DVI + HDMI Input 
 Protective Front Tempered Clean Glass 
 Power 100-240 VAC 50-60Hz with US Power Cord + Power on/off Switch 
 Rear OSD 

Display 

Viewing Size Image 42” 
Active Display Area (mm) 933.8(H) x 526.1(V) mm 
Pixel Pitch (mm) 04845(H) x 0.4845(V) mm 
Resolution 1920 x 1080 
Contrast Ratio 1500 : 1 (typ.) 
Color 16.7 M 
Brightness 500nits 
Viewing Angle -89~89 (H) ; -89~89 (V) 
Recommended Resolution 1920 x 1080 @ 60Hz 
Signal Connector VGA, DVI, HDMI 

Power Source 100-240 VAC 50-60Hz 

Optional 

Touch Resistive, PCAP ,IR 
High Brightness 1000, 1500 
Auto Dimming YES 
POWER in DC24V,DC9V~36V 
Remote Control YES 

 
IO 

Video: VGA + DVI 
Power: 12 VDC External power supply 100-240 VAC  
50-60Hz included 
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