
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

7" 1024x600 HB (1,300 nit) LCD w Capacitive TP) + (RK3568/2GHz, 
2GB/8GB LPDDR4X/NAND, 1x LAN, USB2.0/USB3.0 host) + Ubuntu 
(* no power adapter *) + KK3 cover glass + GBE POE 
 

Model: NPCW700HB-RK-POE 

 7-inch /10-inch TFT LCD     
 High impact resistance cover glass 
 High brightness (1000 cd/m2) 
 Long backlight lifetime (70K hours) 
 64-bit Cortex-A35 / Cortex-A55 CPU 
 Dual display interfaces 
 Dual 10/100M/Gb Ethernet (LAN2 optional) 
 I/O: USB, RS232/485, GPIO, l2C, SPI 
 PoE (Power over Ethernet) capable (optional) 
 Multi-band LTE/5G module (optional) 
 OS: Ubuntu 
 -20°C~70°C operating temperature 

FEATURES 

 
 
 
 
Main Display 
 
 
 
 

Screen Size 7-inch 

Resolution 1024 x 600 

Active (mm) 154 x 86 

Luminance 1300 cd/m2 

Backlight Lifetime 70K hours 

View Angle (°) (H) 85/85; (V) 85/85 
 
 
 
Touch Screen 
 
 
 

Type Projected Capacitive 

Hardness >=8H 

Impact Level IK08 

Others High level mechanical impact resistance, bending strength, Hardness 

 
 
 
System 
 
 
 

CPU Rockchip RK3568 (64-bit Quad-core ARM Cortex-A55 <a> 2.0Ghz) 

DDR LPDDR4X 2GB (or 4GB / 8GB) 

Flash eMMC8GB 

OS Android 11.0 (or higher) / Ubuntu 18 (or higher) / Debian 

NPU 0.8 Tops 

Product Dimension 183x136x52mm 
 

SMART DISPLAY 

SPECIFICATIONS 
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*Specifications subject to change without notice, not responsible for typographical errors. 
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