
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SPECIFICATIONS: 

Military Grade Rugged 1U Rack Mount 19" 380nits Display with RS-
170 Video Inputs, Built in Strengthen Protective Glass, PIP and PBP, 9-
36V DC, VGA, HDMI, PC Audio, Audio x2 

Model: NPM119e-RS-DC 

 

RUGGED MILITARY RACKMOUNT DISPLAY 

LCD 

Display Size 19” TFT LCD diagonal 
Resolution 1280 x 1024  
Brightness 380 cd/m2 
Contrast Ratio 1000 : 1  
Display Color 16.7 M 
Aspect Ratio 4 : 3 
LED Backlight LED backlighting 
Viewing Angle 170 (H) / 160 (V) degree 
Color Depth 16.7 M 

Mechanical 

EIA Standard EIA-301E, 1U 
Material Rugged heavy-duty AISI-304 stainless steel, anti-corrosion 

treatment  
Handle Grip Yes 
Color Semi-gloss black 
Weight Estimated 10 Kgs (22 lbs)  
Dimension 465 (W) x 44.45 (H) x 485 mm 

Protect Glass 
Protect Glass Built in glass to protect LCD panel 
Glass type Strengthen rugged glass 
Touch Optional 

I/O Port 

BNC In 2 x BNC In 
BNC Out 2 x BNC Out 
VGA 1 x VGA 
HDMI 1 x HDMI 
Audio 1 x Right audio, 1 x Left audio 
PC Audio-Out 1 x PC Line-out 
USB for KB and Touch-pad 1 x USB for K/B and Touch-pad 
Power Input 1 x DC9~36V with MIL-D-38999 Military connector 

Camera Video Signal 
(RS-170) 

Camera 1 (RS-170) Camera 1 Video Signal In 
Camera 1 (RS-170) Camera 1 Video signal loop out 
Camera 2 (RS-170) Camera 2 Video Signal In 
Camera 2 (RS-170) Camera 2 Video Signal loop Out 

PC Video Signal 
VGA VGA signal coming from your PC 
HDMI HDMI signal coming from your PC 

 
*Specifications subject to change without notice, not responsible for typographical errors. 
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SPECIFICATIONS: 

Video Source Select 

 
From the OSD menu, you can select which video source you want. If you want to view the signal from 
Camera 1, please select BNC1. If you want to view the signal from Camera 2, please select BNC2. If you 
want to view the HDMI signal from your PC, please select HDMI, if you want to view the VGA signal from 
your PC, please select VGA.  
You can also view both the signal from camera and PC simultaneously which is PIP or PBP modes as 
shown below. 

PIP / PBP 

 
PIP 

 
PBP 

Power Consumption 
Total Power Consumption 20~25 Watts 
Power Input DC 9~36V wide range 

Environmental 

Operating Temperature 0° to +50°C 
Storage Temperature -20° to +60°C 
Humidity 5~95% at 30°C R.H., non-condensing 
Vibration Optional 
Shock Optional 
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MECHANICAL DRAWINGS: 
This is subject to change without Notice. Final Drawings Will be Provided for Approval after Order. 
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