INDUSTRIAL PANEL MOUNT LCD MONITO

IP65/NEMA4 Panel Mount (Aluminum-3mm)
17" LCD monitor, 1280x 1024, 350nits VGA + DVI + HDMI Input,
Rear OSD, including rear Clamp mount/VESA Mount

+Integrated 17"- 5 Wires Resistive Touch with R$232 Controllek
Front Bezel and Cut out Dimensions Compatible to PL170X=R

Model: YPM1700P-TRS-PL1701

FEATURES

17" XGA TFT LCD with resolution up to 1280 x 1024.
Suitable for military, tablet, ruggedized PC, kiosk, advertising, POS, marline, fransportation, gaming, gas pump.
Front Bezel IP65 (with glass or fouch)

¢ Construction Front Panel : High quality aluminum bezel (anodic treatment)

SYSTEM SPECIFICATIONS

Display Type 17.0" TFT-LCD
Panel

Display Color 16.7M colors

Brightness (cd/m?) 350nits

Display Resolution (pixel) SXGA(1280 x 1024)

Viewing Angles (CR210) 85/85/80/80

Contrast Ratio 1000 :1

Backlight Unit LED

Response Time (msec) 5ms
Environmental

Temperature

Operation 0°C~+50°C

Storage -20°C~+60°C
Touch 5 Wires Resistive Touch with RS232 Confroller

*Specifications subject to change without notice, not responsible for typographical errors.
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MECHANICAL DRAWING

Unit:mm

This is subject to change without Notice. Final Drawings Will be Provided for Approval after Order.
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(A)TOUCH SCREEN (RS232)
(B)VGA SIGNAL INPUT
{C)DVI SIGNAL INPUT
(D)HDMI SIGNAL INPUT
(E)DC 12V POWER INPUT (DC JACK)
(F)DC 9-36V POWER INPUT (TERMINAL BLOCK)
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